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2 Position Toggle Switches

INDAK Manufacturing Corporation
MNorthbrook, IL 60062

1915 Techny Road
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2 Position Toggle Switches

N H671A

Part Number |Ilu5hing Type: Terminal [Connector Type |[Circuits Made: MHotes
Thread | Length | TYP® PEL # Pos. 1 Pos. 2
H2194 1/2-27 290" PE{4) [2984896 & 2977647 | C4D A+B 1,10
U219A 15/32-32|| .270" PE(2) (2)2962793 A+EB None 5.8
V2194 15/32-32| .270" PE(4) (4)2962793 A+B/C+D None 5.8
2C219A 1/2-27 310" PE(2) 2973407 None A+B g
2D2159A 15/32-32|| 270" LUG(2) LUG({8-32) A+B None 5,8
2E219A 1/2-27 | .330" PE(3) 2977646 B+C B+A 9
BE71A 1/2-27 340" PE(G) |[2965114 & 2984959 |B+E/C+D||B+A/C+F+C| 2.9
CB71A 1/2-27 340" PE(5) ||2965114 & 2984896/|B+E/C+D|| B+A/None | 29
FET1A 1/2=-27 340" PE(S) ||2965114 & 29845896 |B+E/C+D|| B+A/None | 23
C671A 1/2=-27 340 PE(S) |[2965114 & 29845896/|B+E/None/| B+A/C+D | 2,9
HE71A 1/2-27 340" PE(G) 2965114, 2984951 ||B+E/C+D|| B+A/C+F 29
& 29627593

J671A 15/32-32|| .270" PE(4) (4)2962793 Mone A+B/C+D | 45,8
KE71A 1/2-27 340" PE(5) |2965114 & 2984896 |B+E/None| B+A/C+D 2.3
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LeT1A 1/2-27 340" PE(S) 2965114 & 2934895: B+E'C+D | B+A None 2.5
me71A  [15/32-32| 270" || wuc) LUC(8-32) None A+B 45,8
MNETTA 1/2=27 340" PEI(E) 2965114, 2984951 ||[B+E/C+D|| B+A/C+F 2,B
& 29627493

PE71A 1/2-27 | 340" || PES) 2965114 & 2984896/(B+E/C+D|| B+A/None | 2.6

Q6714 1/2=27 340" PE(S) 2965114 & 2984896/ |B+-E ' C+D|| B+A Mone 2.7

R&71A 1/2-27 340" PE[&) 2965114, 2984951 |[B+E/C+D|| B+A/C+F 2.7
& 2962793

S6T1A 1/2-27 340" PE(G) 2965114, 29844951 |B+E/'C+D|| B+AC+F 2.3
& 2962793

TeF1A 1/2=-27 340" PE(BR) 2965114 & 2984896||B+E/'C+D|| B=A/C+F 2.9
ar 2977647

Motes:1. Shipped with “on/off” plate and hex nut.

2. Switch has “pull-out”® type lockout feature,

spring return (o position *1" when moved

out of holding detent in position “2".

3. Knob has a yellow vinyl cap.

4. Spring return from position “1" to

position “27.

5. Enob assembly and bushing finish is black.

6. Knob has a red vinyl cap.
7. Knob has a red vinyl cap.

8. Knob is black plastic.
9. Knob is bright finish.

10. Knob is chrame plated.




